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EXAMPLE 13

Bogue Chitto - Single Bridge (WSPRO)

Purpose

This example demonstrates the use of HEC-RAS to analyze a river reach that
contains a single bridge crossing. The river for this example is a section of
Bogue Chitto located near Johnston Station, Mississippi. The bridge crossing
is located along a county road, near the middle of the river reach.

The field data for this example were obtained from the United States
Geological Survey (USGS) Hydrologic Atlas No. HA-591. This atlas is one
part of a series developed to provide data to support hydraulic modeling of
flow at highway crossings in complex hydrologic and geographic settings.
The bridge, cross section geometry, and high water flow data were used to
evaluate two flood flows. The first flood had a peak discharge of 25000 cfs
and occurred on December 7, 1971, constituting a recurrence interval of 50
years. The second event had a peak discharge of 31500 cfs and occurred on
March 25, 1973, with a recurrence interval greater than 100 years. It should
be noted that modelers typically do not have access to high water marks and
actual field flow measurements at bridges during the peak events. However,
for this example, since the observed peak water surface elevations were
available, they were compared to the output from HEC-RAS.

For this analysis, the water surface profiles were determined by using the
WSPRO [FHWA, 1990] routine, which is an available low flow bridge
hydraulics method in the HEC-RAS program. This example will focus upon
the entering of data and review of the output for a bridge analysis using the
WSPRO method. The user should be familiar with entering bridge data, as
performed for Example 2. The user is referred to Chapter 5 of the Hydraulic
Reference Manual and to Chapter 6 of the User’s Manual for additional
discussion concerning bridge analyses.

To review the data files for this example, from the main program window
select File and then Open Project. Select the project labeled “Bogue Chitto,
MS - Example 13.” This will open the project and activate the following
files:

Plan: “WSPRO Bridge Analysis”

Geometry: “Bridge Crossing near Johnston Station”
Flow: “50 and 100 year flows”
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Geometric Data
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The geometric data for this example consists of the river system schematic,
cross section data, cross section placement, bridge geometric data, ineffective
flow areas, and the bridge modeling approach. Each of these items are
discussed below.

River System Schematic

To view the river system schematic, from the main program window select
Edit and then Geometric Data. This will activate the Geometric Data
Editor and the screen will display the schematic, as shown in Figure 13.1.
For this example, the river system is composed of one river and only one
reach. The river is labeled “Bogue Chitto” and the river reach is “Johnston
Sta.” The river system was defined initially with 11 cross sections beginning
at river mile 50.00 as the downstream cross section and river mile 56.97 as
the upstream cross section. The initial cross section data were obtained from
the USGS Atlas, and cross sections were interpolated along the river reach to
provide additional cross section data.
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Figure 13.1 River System Schematic
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The editing commands of Add Points to a Reach and Move Object were
used to curve the river system schematic. This was performed for aesthetic
purposes only, and does not effect the hydraulic computations.

Cross Section Geometric Data

To enter the cross section data, the Cross Section icon on the left side of the
Geometric Data Editor was selected. This activated the Cross Section
Data Editor, as shown in Figure 13.2. Then, Add a new cross section was
selected under the Options menu to create each new cross section. For each
cross section, the geometric data consisted of the: description, X-Y
coordinates, reach lengths, Manning’s n values, main channel bank stations,
and contraction and expansion coefficients. (Note: The ineffective flow areas
will be discussed in a subsequent section.)

Manning’s n values, and main channel bank stations were obtained from the
field data displayed on the USGS atlas. A summary table of the reach lengths,
Manning’s n values, or contraction and expansion coefficients for the cross
sections can be seen by selecting the relevant listing under the Tables menu
on the Geometric Data Editor. The summary table of the reach lengths for
the cross sections is shown in Figure 13.3.
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Figure 13.2 Cross Section Data Editor for River Station 52.29
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Figure 13.3 Reach Lengths for Bogue Chitto

Cross Section Placement

The reach lengths, as shown in Figure 13.3, determine the placement of the
cross sections. The placement of the cross sections relative to the location of
the bridge is crucial for accurate prediction of expansion and contraction
losses. The bridge routine utilizes four cross sections to determine the energy
losses through the bridge. (Additionally the program will interpret two cross
sections inside of the bridge by superimposing the bridge data onto both the
immediate downstream and upstream cross sections from the bridge.) The
following is a brief summary for the initial estimation of the placement of the
four cross sections. The modeler should review the discussion in Chapter 6
of the User’s Manual and Chapter 5 of the Hydraulic Reference Manual
for further detail.

First Cross Section. Ideally, the first cross section should be located
sufficiently downstream from the bridge so that the flow is not affected by the
structure (i.e., the flow has fully expanded). This distance (the expansion
reach length) should generally be determined by field investigation during
high flows and will vary depending on the degree of constriction, the shape of
the constriction, the magnitude of the flow, and the velocity of the flow. In
order to provide better guidance to determine the location of the fully
expanded cross section, a study was performed by the Hydrologic
Engineering Center [HEC-1995]. This study focused on determining the
expansion reach length, the contraction reach length, and the expansion and
contraction energy loss coefficients. The results of the study are summarized
in Appendix B of the Hydraulic Reference Manual.
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To determine an initial estimate of the expansion reach length, the following
information was required:

b = 450 ft
B = 5000 ft
b/B = 0.1
S = (25.7 ft) / (36790 ft)*(5280 ft/mi) = 3.7 ft/mi
Ngp/ Nep = (0.13) /(0.05) = 2.6
Lops = 1770 ft
where: b = bridge opening width
B = total floodplain width
S = slope
Nop = Manning’s n value for the overbank
Neh = Manning’s n value for the main channel
Lops = average length of the side obstructions

With the above information, an initial estimate of the expansion reach length
(Lc) was obtained by using the table values in Appendix B of the Hydraulic
Reference Manual. From Table B.1, an average value of the expansion ratio
(ER) was 1.2. Using this value, the expansion reach length is:

L. = (ER) (Lyyy) = (1.2) (1770 ft) = 2120 ft

From the reach lengths table (Figure 13.3), the distance from cross section
52.36 t0 52.00 is 1956 feet (= 426 + 1530). Therefore, cross section 52.00
was initially considered as the cross section of fully expanded flow. Since
cross section 52.29 is in the zone of flow expansion, ineffective flow areas
were placed in the overbank areas. This will be discussed further during the
determination of the ineffective flow areas.

After the steady flow analysis was performed, the expansion reach length was
evaluated using regression equations that are presented in the HEC study
[HEC-1995]. The equations require flow parameters at the initially chosen
location and cannot be evaluated until after the steady flow analysis is
performed. These procedures will be described near the end of this example.

Second Cross Section. The second cross section used by the program to
analyze the energy losses through the bridge is located a short distance
downstream of the structure. This section should be very close to the bridge
and reflect the effective flow area on the downstream side of the bridge. For
this example, a roadway embankment sloped gradually from the roadway
decking on both sides of the roadway. Cross section 52.36 was located at the
toe of the roadway embankment and was used to represent the effective flow
area on the downstream side of the bridge opening. The program will
superimpose the bridge geometry onto this cross section to develop a cross
section inside the bridge at the downstream end.

Third Cross Section. The third cross section is located a short distance
upstream from the bridge and should reflect the length required for the abrupt
acceleration and contraction of the flow that occurs in the immediate area of
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the opening. As for the previous cross section, this cross section should also
exhibit the effective flow areas on the upstream side of the bridge. For this
example, cross section 52.38 was located at the toe of the roadway
embankment on the upstream side of the bridge. Similar to the previous cross
section, the program will superimpose the bridge geometry onto this cross
section to develop a cross section inside the bridge at the upstream end.

Fourth Cross Section. The fourth cross section is located upstream from the
bridge where the flow lines are parallel and the cross section exhibits fully
effective flow. To determine an initial estimate of the contraction reach
length (L.), a value of the contraction ratio (CR) was obtained as 0.8 from
Table B.2, Appendix B of the Hydraulic Reference Manual. This yields a
contraction reach length of:

L. = (CR) (L) = (0.8) (1770 ft) = 1400 ft

From the reach lengths table (Figure 13.3), the distance from cross section
52.46 to 52.38 is 380 feet. For this example, cross section 52.46 was initially
used as the section where the flow lines were parallel. After the steady flow
analysis, the location of this cross section was evaluated using the procedures
as outlined in the recent HEC study [HEC-1995]. This evaluation will be
presented in the discussion near the end of this example.

Additionally, the HEC study [HEC-1995] provided guidance to determine the
expansion and contraction coefficients. The contraction and expansion
coefficients are used by the program to determine the transition energy losses
between two adjacent cross sections. From the data provided by the recent
HEC study [HEC-1995], gradual transition contraction and expansion
coefficients are 0.1 and 0.3, and typical bridge contraction and expansion
coefficients are 0.3 and 0.5, respectively. For situations near bridges where
abrupt changes are occurring, the coefficients may take larger values of 0.5
and 0.8 for contractions and expansions, respectively. A listing of the
selected values for the river reach can be viewed by selecting Tables and then
Coefficients from the Geometric Data Editor. This table is shown in Figure
13.4 and displays the values selected for the river cross sections. Typical
gradual transition values were selected for stations away from the bridge.
However, near the bridge section, the coefficients were increased to 0.3 and
0.5 to represent greater energy losses. For additional discussion concerning
contraction and expansion coefficients at bridges, refer to Chapter 5 of the
Hydraulic Reference Manual. After the steady flow analysis, the selection
of the coefficients were evaluated and will be discussed near the end of this
example.
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Figure 13.4 Contraction and Expansion Coefficients
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This completed the input for the cross section geometric data. Next, the
bridge geometry data was entered as outlined in the proceeding section.

Bridge Geometry Data

To perform the hydraulic analysis, the bridge geometry was entered next.
This section provides a brief summary of the input for the bridge geometry
including the bridge deck/roadway, sloping abutments, and bridge piers.

Bridge Deck and Roadway Geometry. From the Geometric Data Editor,
select the Bridge/Culvert icon. To create the bridge cross sections, the river
was selected as “Bogue Chitto,” the reach was “Johnston Sta,” and then
Options and Add a Bridge and/or Culvert were selected. The bridge river
station was then entered as 52.37. Next, the data for the bridge deck were
entered. The Deck/Roadway icon was selected and the Deck/Roadway
Data Editor appeared as shown in Figure 13.5.
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Figure 13.5 Deck/Roadway Data Editor

The first input at the top of the editor is the distance from the upstream side of
the bridge deck to the cross section immediately upstream from the bridge
(cross section 52.38). This distance was determined to be 26 feet from the
USGS atlas. In the next field, the bridge deck width of 31 feet was entered.
This is a total distance of 31 + 26 = 57 feet. From the reach lengths table
(Figure 13.3), the distance from cross section 52.38 to 52.36 is 84 feet. This
leaves 84 - 57 = 27 feet from the downstream side of the bridge deck to cross-
section 52.36. Finally, at the top of the Deck/Roadway Data Editor, a weir
flow coefficient of 2.6 was selected for the analysis.

The central section of the Deck/Roadway Editor is comprised of columns
for input of the station, high cord elevation, and low cord elevation for both
the upstream and downstream sides of the bridge deck. The data were
entered from left to right in cross section stationing and the area between the
high and low cord comprised the bridge structure. The stationing of the
upstream side of the deck was based on the stationing of the cross section
located immediately upstream. Likewise, the stationing of the downstream
side of the deck was based on the stationing of the cross section placed
immediately downstream. If both the upstream and downstream data are
identical, the user needs only to input the upstream data and then select Copy
Up to Down to enter the downstream data.
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As a final note, the low cord elevations that are concurrent with the ground
elevation were entered as a value lower than the ground elevation. The
program will automatically clip off and remove the deck/roadway area below
the ground. For example, at station 0, a low cord elevation of 0 feet was
entered. However, the actual ground elevation at this point is approximately
340 feet. Therefore, the program will automatically remove the area of the
roadway below the ground. Additionally, the last station was entered as a
value of 5000 feet. This stationing ensured that the roadway and decking
extended into the limits of the cross section geometry. As described
previously, the program will clip off the area beyond the limits of the cross
section geometry.

Below the deck station and elevation data, there are two fields to enter the
upstream and downstream embankment side slopes. These values are used by
the WSPRO bridge analysis method and for graphical representation on the
profile plot. For this example, values of 2.0 (horizontal to 1 vertical) were
entered for both the US Embankment SS and DS Embankment SS, as
measured from the USGS Atlas.

At the bottom of the Deck\Roadway Data Editor, there are three additional
fields for data entry. The first is the Max Allowable Submergence. This
input is a ratio of downstream water surface to upstream energy, as measured
above the minimum weir elevation. When the ratio is exceeded, the program
will no longer consider the bridge deck to act as a weir and will switch the
computation mode to the energy (standard step) method. For this example,
the default value of 0.95 (95 %) was selected.

The second field at the bottom of the editor is the Min Weir Flow Elevation.
This is the elevation that determines when weir flow will start to occur over
the bridge. If this field is left blank (as for this example), the program will
default to use the lowest high cord value on the upstream side of the bridge.
Finally, the last field at the bottom of the editor is the selection of the weir
flow submergence method. This method will determine the reduction of the
weir flow coefficient due to submergence. For this example, a broad crested
weir flow submergence method was selected. Upon entering all of the above
data, the OK button was selected to exit the Deck/Roadway Data Editor.

Bridge Pier Geometry. To enter the pier data, the Pier icon was selected
from the Bridge/Culvert Data Editor. This resulted in the display shown in
Figure 13.6. The modeler should not include the piers as part of the ground
or bridge deck/roadway because pier-loss equations use the separate bridge
pier data during the computations.
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Figure 13.6 Bridge Pier Data Editor

The program will establish the first pier as pier number 1. As shown in
Figure 13.6, the upstream and downstream stations were entered for the
centerline of the first pier. The upstream and downstream stations were based
on the geometry of the cross sections located immediately upstream (cross
section 52.38) and immediately downstream (cross section 52.36) of the
bridge. The user needs to be cautious placing the pier centerline stations
because the X-coordinates for the upstream and downstream cross section
stationing may be different. This is to ensure that the piers “line up” to form
the correct geometry. For this example, the 17 piers are placed 24 feet on
center, with centerline stationing from 2466 to 2850. The piers are 1 foot
wide for their entire height. The starting elevation is set below the ground,
and the ending elevation is inside the bridge decking. With these elevations,
the program will “clip off” the excess pier heights. After entering the data,
the OK button was selected.

Sloping Abutments. The next icon on the left side of the Bridge/Culvert
Data Editor is Sloping Abutment. This icon was selected to enter the
abutment data, and is shown in Figure 13.7 for the first (left) abutment. The
user can view the data for the second (right) abutment by selecting the down
arrow on the Sloping Abutment Data Editor in the HEC-RAS program.
After the data were entered, the OK button was selected to exit the editor and
the schematic of the bridge/deck, piers, and abutments was displayed as is
shown in Figure 13.8. (Note: The figure in the text displays the ineffective
flow areas that will be added in the next section.)
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Figure 13.7 Sloping Abutment Data Editor

The cross sections shown in Figure 13.8 are developed by superimposing the
bridge data on the cross sections immediately upstream (52.38) and
immediately downstream (52.36) of the bridge. The top cross section in
Figure 13.8 reflects the geometry immediately inside the bridge on the
upstream side and the bottom cross section reflects the geometry immediately
inside the bridge on the downstream side.

While viewing the bridge, the modeler can select to view just the upstream,
just the downstream, or both of the cross section views. This is performed by
selecting View and then the required option. Additionally, from the View
menu, the user should select Highlight Weir, Opening Lid and Ground as
well as Highlight Piers. These options enable the modeler to view what the
program will consider as the weir length, bridge opening, and pier locations.
Any errors in the data will appear as inconsistent images with these options.
Also, the zoom-in option will allow the user to examine data details. Finally,
the Apply Data button was selected to accept the data. (Note: To save the
data to the hard disk, the user must select Save Geometry Data under the
File menu on the Geometric Data Editor).

Ineffective Flow Areas

As a final step for the bridge geometry, any ineffective flow areas that existed
due to the bridge (or any other obstruction) were entered. Ineffective flow is
used to define an area of the cross section in which the water will accumulate
but is not being actively conveyed. At a bridge, ineffective flow areas
normally occur just upstream and downstream of the road embankment, away
from the bridge opening.
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Figure 13.8 Bridge/Culvert Data Editor for County Road Bridge #341

For this example, ineffective flow areas were included on both the upstream
cross section (52.38) and the downstream cross section (52.36), as well as on
cross section 52.29 (the cross section in the expansion reach). To determine
an initial estimate for the stationing of the ineffective flow areas on either side
of the bridge, a 1:1 ratio of the distance from the bridge to the cross section
was used. For this example, cross section 52.38 is located 26 feet upstream of
the bridge. Therefore, the left and right ineffective flow areas were set to
start at 26 feet to the left and right of the bridge opening. The left side of the
bridge opening is at station 2444, which leads to a left ineffective station of
2444 - 26 = 2418. The right side of the bridge opening is at station 2864,
which leads to a right ineffective flow station of 2864 + 26 = 2890.

Similarly, cross section 52.36 is located 27 feet downstream from the bridge
and the ineffective flow areas at this cross section were set at 27 feet to the
left and right of the bridge opening, at stations of 2417 (= 2444 - 27) and
2891 (= 2864 + 27), respectively.

The initial elevation of the ineffective flow areas for the upstream cross
section was chosen as 340.8, a value slightly lower than the lowest high cord
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elevation (341.0). This ineffective flow elevation was chosen so that when
the water surface becomes greater than this ineffective elevation, the flow
would most likely be weir flow and would be considered as effective flow.

At the downstream cross section, the elevation of the ineffective flow area
was set to be 339.0, slightly lower than the low cord elevation (340.2). This
elevation was chosen so that when weir flow occurs over the bridge, the water
level downstream may be lower than the low cord, but yet it will contribute to
the active flow area.

The ineffective flow areas were entered by first selecting the Cross Section
icon from the Geometric Data Editor. Then, Options and Ineffective Flow
Areas were chosen for cross section 52.38 and then for cross section 52.36.
The ineffective stations and elevations as previously determined were
entered, as shown in Figure 13.9 for cross section 52.38.

Ineffective Flow Areas
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[ Pemarnert [ Pemnanent

k. | Cancel | Default& Clear

Figure 13.9  Normal Ineffective Flow Areas for Cross Section 52.38

Since the “Normal” type of ineffective flow was chosen, these entries imply
that all the water to the left of the left station and to the right of the right
station will be considered as ineffective flow until the water level exceeds the
elevation of 340.8 feet.

Cross section 52.29 is in the area of expanding flow and therefore only a
portion of the cross sectional flow will be effective. A “Normal” type of
ineffective flow areas were set at stations 1030 and 3800, both at an elevation
of 338. These stations were determined by taking into account the distance of
cross section 52.29 from the bridge (426 feet), as compared to the total
distance of the expansion reach length (1956 feet). With these distances,
cross section 52.29 is located approximately 25% (=426 / 1956 * 100%)
down the expansion reach length. As the flow exits the bridge opening, it
will initially expand at a greater rate than it will further down stream. An
initial estimate of the degree of expansion was assumed to be approximately
60% at cross section 52.29. Therefore, 60% of the left overbank width was
subtracted from the left main channel bank station to determine the left
ineffective flow station. Similarly, 60% of the right overbank width was
added to the right main channel bank station to determine the right ineffective
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flow station. The elevation of 338 was chosen to be greater than the water
surface elevations.

The OK button was selected and then Apply Data was chosen to accept the
data. The ineffective flow areas then appeared as triangles, as shown
previously on Figure 13.8 for the bridge cross-sections. Additionally, the
ineffective flow areas will appear on the cross sections plots. Finally, a note
will appear in the box at the bottom of the Cross Section Data Editor that
states an ineffective flow exists for each cross section that this option was
selected for, as shown in Figure 13.2. The ineffective flow areas could have
been entered previously along with the discussion of the cross section data
(X-Y coordinates, reach lengths, etc.). However, it is often easier to enter the
bridge data first and then the ineffective flow data to easily determine where
the ineffective flow stations should be located. After the steady flow analysis
was performed, the ineffective flow areas were evaluated to determine if they
were placed appropriately. This will be discussed near the end of this
example.

Bridge Modeling Approach

The bridge routines in HEC-RAS allow the modeler to analyze the bridge
flows by using different methods with the same geometry. The different
methods are: low flow, high flow, and combination flow. Low flow occurs
when the water flows only through the bridge opening and is considered as
open channel flow (i.e., the water surface does not exceed the highest point of
the low cord of the bridge). High flow occurs when the water surface
encounters the highest point of the low cord of the bridge. Finally,
combination flow occurs when both low flow or pressure flow occur
simultaneously with flow over the bridge. The modeler needs to select
appropriate methods for both the low flow and for the high flow methods.
For the combination flow, the program will use the methods selected for both
of the flows.

From the Geometric Data Editor, select the Bridge/Culvert icon and then
the Bridge Modeling Approach button. This will activate the Bridge
Modeling Approach Editor as shown in Figure 13.10. For this example,
there is only 1 bridge opening located at this river station and therefore the
bridge number was 1. The modeler is referred to Chapter 6 of the User’s
Manual and Chapter 5 of the Hydraulic Reference Manual for additional
discussion on the bridge modeling approach editor.

Low Flow Methods. The modeler needs to select which low flow methods
the program should compute and which method the program should use. The
modeler can select to have the program compute particular methods or all of
the methods. Then, the modeler needs to select which method the program
will use as a final solution. Alternatively, the modeler can select the
computation of several or all of the methods, and then have the program use
the method with the greatest energy loss for the final solution.
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bdd | Copy | Delete | migge [T <] [4][1]

™ Low Flow Methods
Usze Compute
" |V Energy [Standard Step]

¥ Momentum Coef Drag Cd |2

i W Yamel [Clazz & onlyl  Pier Shape K |'| .25

&+ ¥ WwWS5PRO Method (Class & only] 'wSPRO Yariables |
i~ Highest Erergy Answer

" High Flow Methods
% Energy Only [Standard Step)

i~ Pressure and/or ‘Weir
Submerged Inlet Cd [Blank for table]

Submerged [nlet + Outlet Cd
bl @ Lows Chord [Blank for default]

111

2k, I Cancel | Help |

[Enter Cd Caefficiznt for mometum computations

Figure 13.10 Bridge Modeling Approach Editor

For this example, all four low flow methods were selected to be computed.
For the momentum method, a drag coefficient Cd = 2.00 was entered for the
square nose piers. For the Yarnell method, a value of K = 1.25 was entered.
Finally, the WSPRO method was selected to be used for the solution. The
modeler is referred to Example 2 - Beaver Creek for an example application
that further discusses the low flow methods of energy, momentum, and
Yarnell.

For the WSPRO method, the user is required to enter additional data. This
was performed by selecting the WSPRO Variables button from the Bridge
Modeling Approach editor. This activated the WSPRO Data Editor, as
shown in Figure 13.11. Most of the data entered on this editor is used to
determine the “Coefficient of Discharge” for the WSPRO method. The
following discussion outlines the WSPRO data that was entered for this
analysis. The user is referred to Chapter 6 of the User’s Manual and to
Chapter 5 of the Hydraulic Reference Manual for a more detailed
discussion of WSPRO method.

At the top of the editor, as shown in Figure 13.11, the value of 341 feet was
entered for the left and right elevations of the top of the embankments. The
elevations for the toe of the abutments were entered as 323.6 and 330.5, for
the left and right abutments, respectively. Next, the abutment type was
selecting as type 3: sloping abutments and sloping embankments. The
average slope of the abutments was entered as 1 (horizontal to 1 vertical) and
the top width of the embankment was entered as 31 feet. All of these values
were obtained from the USGS Atlas.
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Additional WSPRO Bridge Hydraulic Parameters

L eft E mbankrment Hight Embankrmemt
El of the top of the Ermbankrmemt 41 El of the top of the Ermbankrmemt
El of the toe of the Abutment |323.E El of the toe of the Abutment 3305

Abutrment tupe: |3 Sloping abutments and zloping embankments

T 1

Slape af the Abutments |'| Top "Width af Embankrment
Centroid stationing of projected bridge opening at the approach cross section: 531
—Yfing W alls Guide Banlks
whing Y all Tepe: Mo wing wallz presenlj Guide Banks Type: |Mo Guide Bank preserj
Andle of \Wing Wwall: I Lenath af Guide Banks: I
Lenath af *ing ' all: I Offzet of Guide B anks: I
R adiug af entrance rounding: I Skew of Guide B arnkz: I
— Optional Cantraction and Expanzion Lozzes Options
[~ At approach Section [~ Piers are continuous for the width of bridge
[~ At Guide Bark [+ Use Geometric Mean as Friction Slope method
[~ At upstreamn outsids v Usze'wSPRO tables to compute Cd
[T At upstream inside [BL)
[T At downstream inside [BD) oK I Cancel Help I

[Elevation of the top of the left embankment |

Figure 13.11 WSPRO Data Editor

The centroid stationing of projected bridge opening at the approach cross
section was entered as a value of 2531 feet. To obtain this value, the bridge
opening width is projected onto the approach cross section (52.46). This
projected width is situated onto the approach section such that the main
channel is in the same relative position to the bridge opening width on the
approach section as at the bride opening. The width of the projecting bridge
opening should embrace the flow, which could pass through the actual bridge
opening without contraction. Then, the centroid of the bridge opening width
on the approach section was then determined to be at a stationing of 2531.

The bottom portion of the editor is divided into four sections. The first
section is to describe the Wing Walls on the abutments. For this example,
there were no wing walls present. If wing walls were present, the user can
select either “Angular” or “Rounded,” by depressing the down arrow adjacent
to this field. Then, the appropriate data would be entered for the angle, length
and radius fields, pertaining to the type of wing wall selected.

The second section is to describe the Guide Banks. For this example, there
were no guide banks. If guide banks were present, the options are “Straight”
or “Elliptical” to describe the type and then the user would enter the
appropriate dimensions of length, offset, and skew.

The third section at the bottom of the editor is Optional Contraction and
Expansion Losses. The WSPRO method includes friction losses throughout
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the bridge region for the calculations. However, the only contraction or
expansion loss that is included is an expansion loss from the exit section
(cross section 52.29) to the cross section immediately downstream from the
bridge (52.36). The user can include additional losses at the approach section
(52.46), at the guide banks, at the upstream outside contracted section
(52.38), at the inside bridge upstream section (52.37 BU), and at the inside
bridge downstream section (52.37 BD). For this example, there were no
additional energy losses selected.

The final section of the editor is used to select options for the piers and
friction slope method. If the piers are continuous, then the user should select
Piers are continuous for the width of the bridge. This selection will
determine a weighting factor in the determination of the “Coefficient of Q”
discharge factor. Finally, the WSPRO method traditionally utilizes the
geometric mean equation to determine the representative friction slope
between two cross sections. If the Use Geometric Mean as Friction Slope
Method is selected, then the program will use this method. If it is not
selected, then the program will use the friction slope averaging method that
has been selected by the user. (This is selected in the Steady Flow Analysis
window by choosing Options, Friction Slope Methods, and then the
appropriate choice. The default method is Average Conveyance. The user is
referred to Chapter 7 of the User’s Manual and to Chapter 2 of the
Hydraulic Reference Manual for more information on friction slope
methods.)

This completed the entry of the data for the WSPRO method as the low flow
method. The OK button at the bottom of the editor was selected to exit the
editor. Next, the high flow method was selected on the Bridge Modeling
Approach Editor.

High Flow Methods. High flows occur when the water surface elevation
upstream of the bridge is greater than the highest point on the low cord of the
upstream side of the bridge. Referring to Figure 13.10, the two alternatives
for the program to compute the water surface elevations during the high flows
are: Energy Only (Standard Step) or Pressure and/or Weir Flow. The Energy
Only (Standard Step) method regards the flow as open channel flow and
considers the bridge as an obstruction to the flow. The Pressure Flow
computations are divided into two scenarios. The first is when only the
upstream side of the bridge deck is in contact with the water and the second is
when the bridge constriction is flowing completely full. The program will
begin to calculate either type of pressure flow when the computed low flow
energy grade line is greater than the highest point of the upstream low cord.
Weir Flow occurs when the upstream energy grade line elevation (as a default
setting) exceeds the lowest point of the upstream high cord.

For this example, the high flow method was selected as energy. From the
data on the USGS Atlas, the observed water surface elevations did not
encounter the bridge deck, so therefore a high flow method of analysis was
not anticipated. The user is referred to “Example 2 - Beaver Creek” for a
bridge analysis that applied a high flow method.
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At this point, all of the bridge data have been entered. The OK button was
selected to close the Bridge Modeling Approach Editor and the Apply
Data button was depressed on the Bridge/Culvert Data Editor before it was
closed. Then, the geometry data was saved as the file “Bridge Crossing near
Johnston Station” by selecting File and then Save Geometry Data As ... from
the Geometric Data Editor.

As a final geometric component, a picture of the bridge has been included as
a separate file. The red square on the river system schematic indicates that a
picture has been added for that cross section. This picture was scanned from
the USGS Atlas and saved as the file “chit.bmp.” To view this picture, the
user can select the View Picture icon from the left side of the Geometric
Data Editor. When river station 52.37 is selected, the picture should appear.
The user is referred to Chapter 6 of the User’s Manual for a discussion on
adding and viewing pictures to the river system schematic.

Steady Flow Data
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From the main program window, select Edit and then Steady Flow Data.
This will display the Steady Flow Data Editor shown in Figure 13.12. For
this analysis on the reach of Bogue Chitto, two profiles were selected to be
computed. The flow data were entered for river station 56.97 (the upstream
cross section) and the flow values were 25000, and 31500 cfs. These flows
will be considered continuous throughout the reach so no flow change
locations were used. Additionally, the default profiles names of “PF#1 and
“PF#2” were changed to “50 yr”” and “100 yr,” respectively. This was
performed by selecting Edit Profile Names from the Options menu, and then
typing in the new title.

Next, the boundary conditions were entered by selecting the Reach
Boundary Conditions button. This resulted in the display shown in Figure
13.13. For this example, a subcritical analysis was performed. Therefore, a
downstream boundary condition was required for each flow value. The type
of boundary conditions were known water surface elevations, therefore, Set
boundary for one profile at a time was selected. With this selection, the table
in the central portion of the editor expanded to show two rows, one for each
of the two profiles. Then, the mouse arrow was placed over the downstream
field for profile one and the box was selected (highlighted). The Known
W.S. button was chosen and the data entry box appeared that requested the
water surface elevation for the first profile. A value of 325.7 feet was
entered, and the procedure was repeated for profile two, with a known water
surface of 326.0 feet. These values were obtained from the USGS Atlas. The
OK button was selected to exit the boundary conditions editor.
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Steady Flow Data - 50 and 100 year flows - 10| x|

File Cptions Help
Enter/E dit Humber of Prafiles [S00 max); |2 Feach Boundary Conditionz | ApplyLrata |

River: IEh:ugue Chitta j

Feach: I.Ju:uhnstu:un Sta j River Sta.: IEE_EI? "I &dd & Flow Change Location |

] Prafile Mames and Flow B
River Reach a0 wr | 100 pr
Bogue Chitta Johnzton Sta 2a000 600

Obzerved YW ater Surfaces Entered

|E dit Steady fow data for the profiles [ofz)]

Figure 13.12 Steady Flow Data Editor

Steady Flow Boundary Conditions

" Set boundary for all profiles {+ Set boundary for one profile at a time

Axailable External Boundary Condtion Tupes

Foriomwn WS | Critical Depth | Mormal Depth | Rating Curve | Delete

Selected Boundany Condition Lozations and T ypes
River Feach
Bogue Chitto Johnzton Sta
Bogue Chitto Johnzton Sta

|pztream Downztream

K.rio

K.nown 'S = 326

k. Cancel Help |

Figure 13.13 Steady Flow Boundary Conditions Data Editor

For the purposes of the analysis, if the downstream boundary conditions are
not known, then the modeler should use an estimated boundary condition.
However, this may introduce errors in the region of this estimated value.
Therefore, the modeler needs to have an adequate number of cross sections
downstream from the main area of interest so that the boundary conditions do
not effect the area of interest. Multiple runs should be performed to observe
the effect of changing the boundary conditions on the output of the main area
of interest. For a detailed explanation of the types of boundary conditions,
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refer to Chapter 7 of the User’s Manual and Chapter 3 of the Hydraulic
Reference Manual.

A final optional component of the steady flow data was to enter the observed
water surface elevation data from the USGS Atlas. This was performed by
selecting Options and then Observed WS ... from the Steady Flow Data
Editor. This activated the Observed Water Surface Data Editor, as shown
in Figure 13.14. The River was selected as “Bogue Chitto” and the Reach
was “Johnston Sta.” The observed values were entered for each of the two
profiles, adjacent to the river stations that observed data was available for, as
shown in Figure 13.14. The OK button was then selected to exit the editor.

Observed Water Surfaces for Comparison

River: IEDgue Chitto j Delete Row |

Feach: IJ-::hnstu:un Sta j River Sta.: IEE.E!.'-" VI Add an Obs. WS Location |

Observe ‘WS Location

Riiver Feach RS 50 yr | 100 pr
1| Bogue Chitta Johnzton Sta BE.97 348 2 (3483
2| Bogue Chitta Johnzton Sta 5540 3433 3433
3| Bogue Chitta Johnzton Sta 5396 3404 3406
4| Bogue Chitta Johnzton Sta 52 67 332 3383
5| Bogue Chitta Johnzton Sta 5246 3373
G| Bogue Chitto Johnzton Sta 5238 336 3377
YU Rane Chittin Jnhnzton Sta B2 AR 3R AR l

ak. | Cancel | Help |

Figure 13.14 Observed Water Surface Elevations

This completed the entry for the steady flow data. The Apply Data button
was selected on the Steady Flow Data Editor and the flow data was then
saved as “50 and 100 year flows.”

Steady Flow Analysis

13-20

From the main program window, select Run and then Steady Flow Analysis.
This will activate the Steady Flow Analysis Window as shown in Figure
13.15. First, the geometry file and steady flow file that were previously
developed should appeared in the selection boxes on the right side of the
window. Then, for this simulation, a subcritical flow analysis was selected.
Additionally, from the Steady Flow Analysis window, Options and then
Critical Depth Output Option was selected. An “x” was placed beside the
option for Critical Always Calculated. This may require additional
computation time during program execution, but then the user can view the
critical depth line during the review of the output for the cross sections.
Select Options and then ensure that there is a check mark “T” in front of
Check data before execution. This will cause the program to check all of
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the input data to ensure that all pertinent information was entered. Next, a
Short ID was entered as “wspro plan” and then the options were saved as a
plan entitled “WSPRO Bridge Analysis.” Finally, COMPUTE was selected
at the bottom of the window.

5l:||3r:|||:h|r Flow Analysis x|

File Options Help

Plan : IWSF'FHEI Bridge Analysiz Short |0 stpru:u plan

eomety Fie | Bridge Crassing near Johnston Station <
Steady Flow File ; IEEI and 100 yoar floms j
Flow Fiegime—— Plan D ezcription
£ Subcritical IZI
" Supercritical
 Mined

COMPUTE

[Enter to campute water surface profiles

Figure 13.15 Steady Flow Analysis Window

Review of Output

After the program has completed the analysis, the last line should read

“Finished Steady Flow Simulation.” Click the Close button at the bottom of
the window to close it. This review of the output will include discussions on
the water surface profiles, profile summary tables, and detailed output tables.

Water Surface Profiles

From the main program window, select View and then Water Surface
Profiles. This will activate the water surface profile plot as shown in Figure
13.16. As shown in Figure 13.16, only the second profile was selected to be
displayed, for clarity. This was accomplished by selecting Options, Profiles,
and then profile 2. Additionally, the variables of Water Surface, Energy
Grade Line, Critical Depth, and Observed Water Surface were selected to be
displayed, by selecting Options and then Variables. The user can select
additional profiles, variables, and the zoom feature under the Options menu
when viewing the profile plot in the program.

Figure 13.16 displays a solid line for the water surface profile and a V for the
observed data, as shown in the legend. The water surface agrees well with
the observed data. Additionally, it can be seen that the profile occurred in the
subcritical flow regime. This ensures that for the low flow analysis, Class A
low flow (subcritical flow) was occurring through the bridge. (This also
occurred for the first profile.) To further review the output, the profile tables
will be discussed next.
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Bogue Chitto, MS - Example 13 WSPRO Bridge Analysis

Geom: Bridge Crossing near Johnston Station Flow: 50 and 100 year flows
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| , Legend
340? EG 100 yr
i WS 100 yr
£ 330. Crit 100 yr
IS & Ground
[ e
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Figure 13.16 Water Surface Profile #2 for Bogue Chitto

Profile Tables

The profile tables are used to display the data for all of the river stations
simultaneously. One type of profile table is the Standard Table 1 (Figure
3.17). This table can be activated by selecting from the main program
window View, Profile Summary Table, and then Std. Tables, and
Standard Table 1. This table displays the water surface elevation and
energy grade line elevation (among other variables) for all the cross sections,
and can be used to compare the calculated values to the observed water
surface elevations. By selecting Options and Define Table, the additional
column heading of “Obs WS” can be inserted prior to the “W.S. Elev.”
column. With these values displayed on the table, the user can easily
compare the observed to the calculated values.
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=% Profile Dutput Table - Standard Table 1 - |EI|£|
File Options Std. Tables User Tables Locations Help

HEC-RAS Plan: PRO Bridge River: Bogue Chitta Beach: Johnston Sta  Prafile: 100 yr Reload Data I
Reach River Sta | O Tatal | Min ChEl| .5, Elew| Ciit*# 5. | E.G. Elex|E.G. Slope| Vel Chnl | Flow Areal Top ‘Width| Froude # Chi il

[cfg] [ft] [i] [F] [it] 1{%14] [ftdz] [z ft] [i]

Johnston Sta| 53.4071% | 3150000 37260 33988 33688 33997 0.000458 424 31291.82) 540947 017
Johnston Sta| 53.2228¢ | 3150000 3644 33859 33620 33967 0.000398 406 32482 25 539944 016
Johnston Sta| 53.0385% | 3150000 3563 33934 33440 33941 0.000345 3.88) 33704.92| 538057 n1s
Johnston Sta| 52.8542% | 3150000 31481 33912 33373 33519 0.000300 371 34909.684| H350.72 n14
Johnston Sta| 52 67 ANB0000 31400 33853 332600 33899 (0000263 3.55 36067.32| 532013 013
Johnston Sta| 52,46 ANB0000 3520 33BE3 33099 33668 0000374 374 28E677.84| 474847 016
Johnston Sta| 52,38 ANB00.00  311.20)  33F1N 33060, 33819 0002281 1011 B098.81)  3371.43 039
Johnzton Sta| 5237 Bridge
Johnstan Sta| 52 36 ANE0000  311.200 33662 330600 33766 0002422 1032 B975.77) 454394 EI.4EI_|
Johnstan Stal 5229 ANA0000 315900 33604 33302 33625 0001143 611 16836.85 454390 027
Johnstan Stal 52.00 ANE0000 313100 33445 3306 33464 0001119 5.75 2141555 458546 026
Johnstan Stal 51.83¢ ANE0000  F262 33357 3N.06 33380 0001279 613 2049501 459478 n:2a
Johnstan Stal 51 66* ANe0000 3214 33253 33051 33284 0001403 B.37 1987327 458561 029
Johnston Stal 51.49¢ ANB0000 31166 33155 32965 33184 00071402 £.30 1991657 4573.86 029 -
<| | »
Total flow in cross sechion, ‘

Figure 13.17 Standard Profile Table 1

Another type of profile table is the Bridge Only table. This table is activated
from the Std. Tables menu and is shown in Figure 13.18, displaying the
results for both profiles. The first row is for the first profile and the second
row is for the second profile. The results in the table show the calculated
values of the energy grade line at the cross section immediately upstream
from the bridge (EG US) are 336.85 and 338.19 feet for the first and second
profiles, respectively. The column heading Min EI Prs shows a value of
340.20, which is the highest elevation of the low cord on the upstream side.
If the energy grade line value had exceeded this elevation, then pressure flow
would have been calculated. The Min Top Rd column shows the minimum
elevation of the high cord on the upstream side. If the energy grade line had
exceeded this value, then weir flow would have been calculated. Since the
energy grade line for either profile did not exceed the low cord elevation,
pressure flow, nor weir flow developed. This is also apparent since there are
no values in the pressure only water surface (Prs O WS) or the weir flow (Q
Weir) columns. The user is referred to “Example 2 - Beaver Creek” for an
example where pressure and weir flow occurred.
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% Profile Dutput Table - Bridge Only

File oOptions

Skd, Tables

Iser Tables

Locations

Help

HEC-BAS Plan: “WSPRO Brndae  River: Bogue Chitto Beach: Jaohnzston Sta

FReach River Sta | E.G. US. | Min EI Prz| BR Open Areal Pre 0 WS | O Total | Min El% eir Flow

[ft] [F] [zq ] [F] [cfz) [f] [cfz) 14]
Johnzton Sta| 52 37 33685 34020 E472.95 28000.00 341.01 0.46
Johnzton Sta| 52 37 33819) 34020 E472.95 A1500.00 341.01 066

i Profile Output Table - Bridge Comparison

Figure 13.18 Bridge Only Profile Table

To determine the method that was used for the final energy grade line value at
the bridge, the Bridge Comparison table was activated from the Std. Tables
menu, and is shown in Figure 13.19. The two rows display the results for
each of the two flow profiles, in ascending order. The river station in the
second column is set at 52.37 (the only bridge location for this reach). The
sixth through ninth columns show the results of the low flow methods that
were chosen to be computed : Energy, Momentum, Yarnell and WSPRO
methods, respectively. The values of the energy grade line that the program
used is shown in the third column. As shown in Column five, the program
used the result from the WSPRO method, as had been selected in the Bridge
Modeling Approach Editor. Finally, the fourth column shows the water
surface elevation that coincides with the energy elevation used by the
program. (Note: There were no results in the last two columns for the high
flow methods since only low flow occurred through the bridge opening.)

The results of the WSPRO method were only slightly greater than the results
of the energy method. Both the momentum and Yarnell methods returned
valid results since the water surface did not encounter the low cord of the
deck. The user can adjust the input parameters of the WSPRO method to
determine the significance of the values on the output, such as slope of the
abutments and the inclusion of wing walls or guide banks.

File ©Options 5Std. Tables User Tables Locations  Help
HEC-R&S Flan: %SPRO Bridge River: Bogue Chitto Beach: Johnston Sta it
Reach River Sta [ E.G. US. ['w.5. US. | Br Sel Method| Energy EG| Momen. EG| Yamell EG | wSPRO EG| Prz 0 EG | Prafwir EG
[ft] [F] [Ft] [Ft] [ft] [ft] [ft] [F]
Johhston Stal B2 37 33685 33603 WSPRO 336.83 23678 336,44 336.85
Johnston Stal 52 37 33|19 33711 WSPRO 33814 338.04 33760 33819
4] | 0
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Figure 13.19 Bridge Comparison Table
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=1 Profile Output Table - Six X5 Bridge
File Cptions 5td, Tables User Tables Locations Help

HEC-BAS Plan: "“WSPREO Bridge Biver: Bogue Chitta  Feach: Johnston Sta Prafile: 100 yr

The final profile table that will be discussed is the Six XS Bridge table,
which is also selected from the Std. Tables menu. This table is shown in
Figure 13.20, for profile 2. This table is specifically designed to show the
data for the six cross sections that are used in the hydraulic computations
through the bridge. The water surface and energy grade line values are
shown in the first two columns of data, and are used to determine the water
surface profile through the bridge. The C&E Loss column of the table shows
the contraction or expansion losses. As shown in the figure, the only river
station (within the six bridge cross sections) that had an expansion or
contraction loss was river station 52.36 (to river station 52.29). This is
because the WSPRO method, by default, only includes an expansion loss
between the exit section and the cross section immediately downstream from
the bridge. The user can include additional contraction/expansion losses by
selecting the losses on the WSPRO Data Editor. For this example, no
additional energy losses were selected, so no additional contraction or
expansion losses appeared on the table.

Reach River Sta E.G. Elev|*.5. Elev| Crit*/.5. | Frctn Loss| C & E Loss| Top*idth| G Left |0 Channel
[F] [F] [F] [F] [f] ] [ckz] [ckz] [cfs) [Frs]

Johnston Sta| 52,46 J3Es 33/EI 33099 043 000 474847 1569726 5727.07 1007567 374
Johnzton Sta| 52,38 3|19 3N 33060 niz 000 3371.43 497541 20630.09 583450 1011
Johnzton Sta| 52,37 BRU| 33807 336888 33099 nz2s 0.0o 39610 417536 2045451 BBT013 10.56
Johnston Sta| 5237 BRD| 33779 33662 33099 013 0.00 39554 4135260 2057435 679039 10.76
Johnzton Sta| 52,36 J3TEE 33BL2 33060 076 065 454394 493679 2076835 G794.86 10.32
Johnston Sta| 52,29 3626 304 33302 1.60 001 454390 15023.04 1044331 BO3IIEE B.11

Figure 13.20 Six XS Bridge Table for Profile 2

Detailed Output Tables

In addition to the profile tables, the user can view detailed output tables,
which provide information at each specific cross-sections. A type of detailed
output table that displays results for the bridge is shown in Figure 13.21. This
table was activated from the main program window by selecting View,
Detailed Output Table, then Type and Bridge. The River and Reach were
selected as “Bogue Chitto” and “Johnston Sta.”, and the river station was
52.37 (the only river station that had a bridge). The Profile was selected as
“2” and the Opening was “Bridge #1” (the only opening at this cross section).
The table shows data for the cross sections inside the bridge, as well as the
cross section just upstream from the bridge. As the user selects the different
table fields, the description for the variables will appear at the bottom of the
table. At the bottom of the left side of the table, the field Br Sel Mthd shows
that the “WSPRO” results were used for the bride analysis. Additionally, the
Coef of Q field shows that the WSPRO coefficient of Q value was calculated
as 0.72 for the second profile.
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=101

File Twpe Options Help

River: IBl:ngue Chitto j Profile: I'IEIEI o j
Reach [Johnston Sta ~|Rs: [s237 ~| 8] ¥| Plar [wSPROBridee <]
Flan: "W¥SFRO Bridge Bogue Chitte  Johnston Sta BS: 5237 Prafile: 100 yr
E.G.US. [f] 338.19 | Element Inzide BR LIS Inzide BR DS
WS LS. [it) 33711 | E.G. Elev [i) a3a.07 33779
[ Tatal [cfs) 150000 | .S, Elew [f) 33688 33662
[ Bridge [cf=] 150000 | Crit w5, [it]) 33099 33099
[ 'wheir [cfz] b ax Chl Dpth [f) 25,68 2542
wieir Sta Lt (i) Wel Tatal [ft'z) B12 B.25
Wwheir Sta Fgt [ft] Flow Area [zq ] A147.01 h042.20
Wwheir Submerg Froude # Chi 0.41 n4z2
“w'eir Max Depth [ft] Specif Force [cu ft] 4647444 4572792
kin E1'w'eir Flows [f] 341.010 | Hudr Depth [ft) 1299 1275
kin E1 Prz [ft) 340,20 | WP Tatal [/] 85656 246,79
Delta EG [i] 0.EE | Corve. Tatal [cfs] 332949.0 325R06.3
Dielta 'S [It) 029 | Top'width )] 39610 395 54
BR Dpen Area [zq ] E472.95 | Frotn Loss [ft) 023 013
BR Open el [ft/z] B.25 | C&E Loss () 0.oo 0.00
Coef of O 0.72 | Shear Total [lbzq i) 336 .43
Br Sel bMethad WSPRO | Power Total [Ib/f 2 2055 21.74
Errorz, W amings and Motes
[ ote: tultiple critical depthz were found at thiz location. The critical depth with the lowest, valid, -
Energy was uzed.
The convepance ratio [upstream conveyance divided by downztream convevance] iz less than
.7 aor greater than 1.4, Thiz may indicate the need for additional crozs sectio
[ ote: tultiple critical depthz were found at thiz location. The critical depth with the lowest, valid,
PRARIAU AR IJ:QF!I" ;I
Energy grade elevation at bridge or culvert [final answer).

Figure 13.21 Bridge Type Detailed Output Table

At this time, the user can select to view the data for the first profile as well as
viewing the cross section tables for the cross sections. This completed the
review of the output for the cross section tables. Next, the locations of the
cross sections in relation to the bridge were evaluated, by using the
information presented in the various tables that were previously discussed.

Evaluation of Cross Section Locations

As stated previously, the locations of the cross sections and the values

selected for the expansion and contraction coefficients in the vicinity of the

bridge are crucial for accurate prediction of the energy losses through the

bridge structure. For this example, the locations of the cross sections and the

energy loss coefficients were evaluated for the second profile. The following

analysis is based on data that were developed for low flow events occurring
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through bridges and the modeler should use caution when applying the
procedure for other than low flow situations. Each of the reach length and
coefficient evaluation procedures are discussed in the following sections.

Expansion Reach Length

The expansion reach length, L., is defined as the distance from the cross
section placed immediately downstream of the bridge to the cross section
where the flow is assumed to have fully expanded. For this example, this
distance is from cross section 52.36 to cross-section 52.00. Initially, the
expansion reach length was estimated using the table values presented in
Appendix B of the Hydraulic Reference Manual. After the analysis, the
modeler can evaluate the initial estimate of the expansion reach length. For
the analysis, it is recommended to use the regression results from the Army
Corps of Engineers study [HEC-1995], which are summarized in the same
Appendix B. The results of the study suggest the use of Equation 13-1 to
evaluate the expansion reach length. This equation is valid when the
modeling situation is similar to the data used in the regression analysis. (In
the document, alternative expressions are presented for other situations.) The
equation is:

— F —
L = ER(LObS)= —298 + 257(ﬂJ +0.918 Loy +0.004790  (13-1)

e
52.00

where: L. = expansion reach length, ft
ER = expansion ratio
Fsp36 = main channel Froude number at the cross section
immediately downstream of the bridge (cross section
52.36 for this example)
Fsp00 = main channel Froude number at the cross section of

fully expanded flow (initially cross section 52.00 for
_ this example)
Lops = average length of obstruction caused by the two
bridge approaches, ft
total discharge, ft*/s

Q

(Note: The subscripts used in Equation 13-1 and all subsequent equations
reflect the river station numbering for this example.)

From the field data, the average length of the obstruction is approximately
1770 feet and the total discharge, Q, is 31500 cfs for the high flow event.
From the initial analysis, the value of the Froude number at cross-section
52.36 was 0.40 and at cross section 52.00 was 0.27 (as shown on Standard
Table 1). Substituting the values into Equation 13-1 yielded that the
expansion reach length, L., was approximately 1874 feet. This equation has a
standard error of 96 feet, which yields an expansion reach length range from
1778 to 1970 feet to define the 68% confidence band. The distance used for
the expansion reach length (the distance from cross section 52.36 to cross
section 52.00) was set to be 1956 feet in the main channel, which is
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approximately equal to the calculated distance of 1874 feet. Therefore, the
expansion reach length was determined to be set appropriately.

If the reach lengths were not acceptable, then the modeler has the option to
adjust the length so that it is within the calculated range. Then, after a new
analysis, the new Froude numbers should be used to calculate a new
expansion reach length. If the geometry is not changing rapidly in this
region, then only 1 or 2 iterations should be necessary to obtain a constant
expansion reach length value.

Contraction Reach Length

The contraction reach length, L., is defined as the distance from the cross
section located immediately upstream of the bridge (52.38) to the cross
section that is located where the flow lines are parallel and the cross section
exhibits fully effective flow (52.46). To evaluate this reach length, the
regression results (shown as Equation 13-2 below) from the Army Corps of
Engineers study [HEC-1995] was used. The equation is:

2 0.5
F —
CR(Lors )= 263 + 38.8[ﬂj + 257(%”] - 58.7(@J +0.161 Loss (13-2)

52.00 n,
where: L, = contraction reach length, ft

CR = contraction ratio

Fsp36 = main channel Froude number at the cross section
immediately downstream of the bridge (cross section
52.36 for this example)

Fso00 = main channel Froude number at the cross section of
fully expanded flow (cross section 52.00 for this
example)

Qob = discharge conveyed in the two overbanks at cross
section 52.46, cfs

Q = total discharge, ft'/s

Nob = Manning n value for the overbanks at section 52.46

ne = Manning n value for the main channel at section 52.46

From the field data and the results of the initial analysis, the Froude numbers
at sections 52.36 and 52.00 were 0.40 and 0.27, respectively, the total over
bank flow at cross section 52.46 was approximately 25773 cfs (15697 +
10076), the total flow was 31500 cfs, the weighted n value for both of the
overbanks was 0.13, the n value for the main channel was 0.05 (from the
Cross Section Type table), and the average length of the obstruction was
1770 feet. Substitution of these values into Equation 13-2 yielded the
contracted reach length of 685 feet. This equation has a standard error of 31
feet which results in a contraction reach length range from 716 to 654 feet to
define the 68% confidence band. For this example, the distance from cross
section 52.38 to cross section 52.46 was set at 380 feet along the main
channel. An additional analysis was performed with the contraction reach
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length set at 685 feet and no appreciable difference was observed in the
results. Therefore, the contraction reach length of 380 feet considered as
appropriate for this example.

Expansion and Contraction Coefficients

For the WSPRO method, only an expansion loss is used from the river station
immediately downstream of the bridge (52.36) to the river station of
expanded flow (52.29). This expansion loss, as was shown in Figure 13.20,
is determined from Equation 5-7 and is discussed in Chapter 5 of the
Hydraulics Reference Manual. Additionally, the HEC-RAS WSPRO
routine allows the modeler the option of adding additional expansion and
contraction energy losses. These losses would be computed using the
absolute value of the difference of the velocity heads times the appropriate
coefficient. For this example, no additional energy losses were added. The
user is referred to Chapter 3 of the Hydraulics Reference Manual for a
further discussion on expansion and contraction coefficients.

In summary, the above recommendations for the expansion and contraction
reach lengths represent an improvement in the general methodology behind
the prediction of these values. The modeler is recommended to apply these
new criteria as a more substantial method for determining the required values.
As a final note, after the initial analysis, the expansion and the contraction

reach lengths as well as the expansion and contraction coefficients should be
evaluated simultaneously. Then, adjustments should be made to the reach
length and coefficient values before a subsequent analysis is performed.
Finally, the new data should be used to reevaluate all of the reach lengths and
coefficients. This procedure will ensure that the modeler is always using the
current flow data for the analysis.

This example demonstrated the use of the WSPRO routines in HEC-RAS to
calculate water surface profiles along a river reach that contained a bridge
crossing. The WSPRO routines are used for low flow analysis, and have been
adapted to the HEC-RAS methodology of cross section locations around and
through a bridge. The user has the options to include additional energy
losses, as well as account for the type of abutments and the presence of wing
walls and guide banks in the WSPRO routines. By adjusting these input
parameters, the modeler can determine the impact on the calculated
coefficient of discharge value and the resulting water surface profiles.
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